Rebuild method for Nippondenso 10P15C A/C compiresso http://homepage.ntlworld.com/simon.stirley/htminf@apump.htn

Rebuild method for Nippondenso 10P15C A/C compireas®n a Toyota Supra and Rover 800 / Sterling.
Thanks to Peter Cohen for coming up with this infation, and scanning the necessary pages. Thed oyot
part number is 04881-14040.
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AC 24 AUTOMATIC AIR CONDITIONING SYSTEM — Compressor

Stator

Rotor Boaring
Rotor

Pressute Plate

DISASSEMBLY OF MAGNETIC CLUTCH

1. REMOVE PRESSURE PLATE
{a) Using SST and a socket, remove the shaft nut.
SST 0711077010

(b} Using SST and socket, remove the pressure plate.
SST 07112-11010

{c} Remowve the shims from the shaft.
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r

T —
AUTOMATIC AIR CONDITIONING SYSTEM — Compressor AC-25

2. REMOVE ROTOR
{a} Using S5T, remove the snap ring.
SST 07114-84020

ib} Using a plastic hammer, tap the rotor off the shaft.

CAUTION: Be careful not to damage the pulley when
tapping the rotor.

3, REMOVE STATOR

ja} Disconnect the stator lead wires from the compressor
housing.

{b] Using 55T, remove the snap ring. Remove the stator.
SST 07114.84020

4. FREMOVE ROTOR BEARINGS

NOTE: Press the bearings out enly if they are to be re-
placed.

{a) Remove the bearing snap ring from the rotor.
(b) Using S5T, press out the two bearings.
SST 0711077011
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AC-26 AUTOMATIC AIR CONDITIONING SYSTEM — Compressor
5. INSPECT PRESSURE PLATE AND ROTOR
ta) Inspect the pressure plate and rotor surfaces for wesr
and scoring. Replace if necessary.
ib} Check the rotor bearings for wear and leakage of
grease. Replace if necessary.
I
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1. REMOVE FELT
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